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Applications

Mid-block detection for intersections
(system, advance detection)

Freeway traffic management and incident
detection systems

Traveler information and travel time prediction

Ramp metering

Queue detection

Work zone safety systems

Permanent and mobile traffic counting stations

Enforcement of speed violation

Loop replacement (single or dual loop emulation)

Provides presence indication and accurate
measurements of volume, occupancy, speed and
classification in up to 12 separate zones (lanes) up to
76 meters (250 feet) away

Fully programmable to support multiple applications
using simple intuitive software on a Notebook PC

True-presence: detects stationary and fast moving
vehicles; single or dual loop emulation

Reliable all-weather performance

Backwards compatible with all previous RTMS

Protocols

Low life-cycle cost with no routine maintenance
procedures and high reliability. Typical MTBF – 13
years

Easy to calibrate by fast, automatic set-up wizard and
to verify by optional camera

User upgradeable and expandable

Features
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Counting vehicles on all lanes simultaneously.
Static measurement of speed.
Vehicle classification.

Side-Fired Mounting

SPIDER - communication system

Intersections with traffic light

Counting vehicles.
Accurate measurement of speed.

.
Speed classification.
Speed crossing alarm
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Integrated statistical systems.
Incident detection.
Traffic flow control.

Incident detection

Information systems

Centralized visualization of data.
Visualization of incidents and traffic jams.

INTEGRATION



Power:

Weight:

Operates on 12 - 24 volt AC or DC @ 3* Watts
115 or 220 VAC options
Surge protection IEC 1000-4-5 and EN 61000-4-5
built-in on all external con.nections

Currently available in K band, model >>G4
operates at high resolution in the 24 GHz band
DSS radio modems offered as built-in option
in either 900 MHz or 2400 MHz bands

Isolated serial RS-232/RS-485 port
Optional second port or TCP/IP-UDP
Built-in wireless option for contact pairs or data
transmission into small wireless networks
DSS: Frequency Hopping Spread Spectrum
GPRS or CDMA
WiFi

21 x 21 x 16 cm (8 x 8 x 6 inches)

1.5 Kg (3.5 lbs)

FCC
CE
Canadian CSA C108.8 - M1983

Frequency Bands:

Communication:

Size:

Certification:

Specifications

Image Sensing Systems Europe Limited sp. z o.o. oddzial w Polsce
Poland 31-431 Cracow, ul. Czerwonego Pradnika 6 tel. +48 12 410 11 40, fax. +48 12 410 11 41, e-mail: biuro@imagesensingeu.com
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The RTMS G4 is a small roadside pole-mounted
radar, operating in the microwave band.
Simultaneously, the sensor provides per-lane
presence as well as volume, occupancy, speed and
classification information in up to 12 user-defined
detection zones. Output information is provided to
existing controllers via contact closure and to other
computing systems by serial or IP communication
port or by an optional radio modem. A single RTMS
can replace multiple inductive loop detectors and the
attendant controller.


